LiveRoof MAXX SYSTEM

Over Conventional Roofing Assembly

LiveRoof Module Sl DE Vl EW

Moisture Portals™

LiveRoof Engineered Soil

LiveRoof Green Roof Plants (Minimum 95% Soil Coverage at Installation)
Approved Slip Sheet (Root Barrier / Protection Layer) ***

EPDM, TPO or PVC Waterproofing Membrane

Fully Adhered or Mechanically Fastened Coverboard

Fully Adhered or Mechanically Fastened Insulation
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“* Examples of commonly used slip sheet include minimum 40mil EPDM, TPO, PVC polypropylene, Polyolefin or other product depending type of roof
and/or warranty. Installer to confirm compatibility of slip sheet and waterproofing membrane with waterproofing membrane manufacturer.
LiveRoof System Saturated Weight: 40-50 Ibs / sf + Retention Layer (Varies) = NQOT TO SCALE
ILLUSTRATIONS ARE TO CONCEPTUALLY ASSIST PROFESSIONALS IN DESIGNING LIVEROOF MAXX A
INSTALLATIONS. LIVEROOF DOES NOT ACCEPT RESPONSIBILTY FOR ENGINEERING BASED ON v2022-6-8
\\

ILLUSTRATIONS. A QUALIFIED ROOFING SPECIALIST SHOULD BE CONSULTED TO DETERMINE
APPROPRIATE WATERPROOFING AND ROOF DECK MATERIALS AND SUITABLE DESIGN.
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LiveRoof, LLC
P.0. Box 533 (800) 875-1392
Spring Lake, MI 49456 www.liveroof.com



