RoofBlue' RETAIN Stormwater Retention System
with LiveRoof Standard Modules

LiveRoof RoofEdge Maxx - 8.5" [215 MM]
Tall Aluminum Edge Restraint

RoofBlue RETAIN 3.75" [95 MM] Tall - 1.35 Gallons/Sq Ft/ 55 Liters /Sq M) P_fvef 0_; Séone Ballast
ater Storage capacity (if specified)

For Parapet Detail
and Waterproofing
Refer to Architectural
Plans
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| iveRoof Standard Module 4.25" [108 MM] Tall
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Prainage .5" [13MM] For Concrete Roof Slab
Refer to Structural Plans
and For Waterproofing Refer

to Architectural Plans

LiveRoof Standard
Module

RoofBlue Retain

RoofWick:
wicking fabric

NOTES:
It is critical to account for the maximum detained water weight of a blue roof solution.
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INSTALLATIONS. LIVEROOF DOES NOT ACCEPT RESPONSIBILTY FOR ENGINEERING BASED ON %t? BLUE = R = STD
ILLUSTRATIONS. A QUALIFIED ROOFING SPECIALIST SHOULD BE CONSULTED TO DETERMINE g}
APPROPRIATE WATERPROOFING AND ROOF DECK MATERIALS AND SUITABLE DESIGN. V2021 '08'1 7

o
LiveRoof Global, LLC
P.O. Box 533 (800) 875-1392
Spring Lake, MI 49456 www.liveroof.com [N



