@ubterranean Irrigation )

Between Modules
Recommended for LiveRoof Lite (2.5") System
May also be used for LiveRoof Standard (4.25"), Deep (6"), Maxx 8" Systems

SIDE VIEW

Cut holes in Filter Fabric to
accomodate Irrigation Heads

Fill gap with LiveRoof
Engineered Green Roof Soil
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Drainboard cut to fit width of assembly
Min. 14 GPM / FT Water Flow

LiveRoof Lite Modules

TOP VIEW

Matched Precipitation ————| ‘ ‘ ‘
Irrigation Heads ‘ ‘ ‘ ‘ ‘ |
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NOT TO SCALE /
SLOPE, REFLECTIVE SURFACES, SHADE, BUILDING HEIGHT AND WIND EXPOSURE AFFECT IRRIGATION NEEDS. IRRIGATION C
CONSULT LIVEROOF LICENSED GROWER FOR APPROPRIATE PLANT SELECTIONS BASED ON SITE CONDITIONS. v2011-04-13
CONSULT A QUALIFIED IRRIGATION SPECIALIST TO DETERMINE APPROPRIATE DESIGN CONFIGURATION OF IRRIGATION,

INCLUDING PIPE DIAMETER, LAYOUT, HEAD STYLE AND SPACING.
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P.O. Box 533 (800) 875-1392
Spring Lake, MI 49456 www.liveroof.com




