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Surface Applied Irrigation
Using UV Resistant / Painted Pipe

Note: LiveRoof recommends subterranean irrigation for
optimum aesthetics, the prevent tripping hazards, and to
protect pipe from the elements.
See Details: Irrigation A-C SIDE VIEWS

TOP VIEW

UV-Resistant
SCH 80 Solvent

Weld Fittings

Capped Off T-Fitting
May be Used to Cross

Brace and Support Irrigation
Heads as Needed

SCH 40 PVC

UV Resistant or
Painted Pipe with

Belled Ends

Pipe Assembly Laid Upon Surface of LiveRoof Modules

LiveRoof Modules

UV Resistant SCH 40
PVC Pipe, Laid over
Plants and Soil

Matched Precipitation
Irrigation Heads

SLOPE, REFLECTIVE SURFACES, SHADE, BUILDING HEIGHT AND WIND EXPOSURE AFFECT IRRIGATION NEEDS.
CONSULT LIVEROOF LICENSED GROWER FOR APPROPRIATE PLANT SELECTIONS BASED ON SITE CONDITIONS.
CONSULT A QUALIFIED IRRIGATION SPECIALIST TO DETERMINE APPROPRIATE DESIGN CONFIGURATION OF IRRIGATION,
INCLUDING PIPE DIAMETER, LAYOUT, HEAD STYLE AND SPACING.
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